
 CUSTOMER INFORMATION: :  Please choose one and fill-in & mark appropriate box.

Company: _______________________ Date: ______________________ Order Priority:
 Regular  Rush* 

Ordered By: _____________________ P.O.: ______________________    
           Encl. Drw No:___________ 
Phone: (______)______-__________ Ship via:      

 Pick-up  Courier  C.O.D. 
Fax:     (______)______-__________  Rush*/Direct Courier  Customer’s a/c: _____________ 
* Rush charges may apply.

HEATER TYPE:   Please choose one and fill-in the dimensions.

C O I L    H E A T E R S 

COIL HEATER CROSS SECTION:  Round   Square   Rectangular 

CROSS SECTION DIAMETER :  Round – 0.040”   Round – 0.062”  Round – 0.094”   Round – 0.125”  

 Round – 0.150”   Round - 0.188”   Square – 0.130” x 0.130”    Rectangular – 0.100 x 0.175 

Coil Diameter  ______________   Coil Length ___________        UNIT :  Inch  mm 

OPTIONS:   DETAILS: 

 Built-in T/C **   ________________________ 
 GND  

** Drawing or Sketch Required. Please Enclose. 

ELECTRICAL SPECIFICATIONS: Please choose one and fill-in the wattage as per construction.

Voltage:  120VAC  240VAC  480VAC  575VAC PHASE(S):  1ph  2ph   3ph 

Wattage:      ____________ Watts      MAX: 200 2/ inw

ELECTRICAL TERMINATION ORIENTATION:  

 ST Style       45ST Style        90ST Style        LT Style        45LT         SPT
(See page 3 for details) 

 LEADS TYPE & LENGHT: choose one and fill-in the length.

 Plain Leads (w/hi-temp sleeving):  Length _____________    Stainless Steel Braid:      Length ____________   
Armor Cable:      Length __________________   

SPECIAL INSTRUCTIONS: 
__________________________________________

__________________________________________

__________________________________________

National Plastic Heater Sensor & Control Co.

Toronto, Ontario Canada  e-mail: sales@nphheaters.com  website www.nphheaters.com 
phone: 416.491.8436     toll free: 1.877.674.9744     fax: 416.491.2433
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